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Model : PD200X

Offers more advanced audio settings. You can use a 
combination of EQ, limiter, and compressor to customize your 
voice. 

You can go to the setting menu from the top right corner to 
check software and firmware updates. 

Note: The interface and feature sets of your Maono Link 
Desktop App may be different since we frequently 
update the software to introduce new features and 
improve performance. 

Advanced
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Maono Link Guide

Standard
Offers a simple and intuitve set of audio settings .

Maono Link is available for both Windows 7 or later and macOS 
10.14 or later.  

To download the software, please go to https:  // www.maono.com

Settings are synced in real time between hardware and software.
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Product installation and usage Windows Setup Guide

Microphone level setting 
USB/XLR 

Dynamic Microphone  ×1

Attach the microphone to a desktop stand base
Turn the table stand base counterclockwise to install it to 
microphone.

PD200X Podcast Microphone

×1

×1

×1
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Packing List
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Frequency Response

Polar Pattern
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Specification

Product Description

Element Type Dynamic
Polar Pattern Cardioid 
Connectivity  XLR & USB-C
Bit Depth/Sample Rate: 24-bit/48kHz
Frequency Reponse 40Hz-16kHz
Adjustable Gain Range 0 to +42dB

Sensitivity XLR: -52dBV/Pa
 USB: -10.5dBFS/Pa (Max)
Max. SPL >130dB SPL

Maono PD200X USB/XLR podcast dynamic microphone is designed for 
podcasters, streamers, and content creators. It has outstanding audio 
quality, superior noise isolation performance, and is packed with features. 
The dual output design allows it to be used with professional audio 
devices like audio interfaces via XLR, or connect to a computer or mobile 
device directly via USB-C. The unique 2-in-1 knob controls both 
microphone gain and headphone volume. The custom-built shockmount 
and windfoam can effectively reduce unwanted noises.With the free 
Maono Link PC/Mac Desktop App, you can also control real-time 
monitoring, customize RGB lighting, and take advantage of the audio 
processings offered by built-in hardware DSP. 

Product Features
•   Dynamic Capsule •   Cardioid polar pattern
•   Mute button •   All metal body
•   Shock mount  •   Built-in windfoam 
•   Programmable RGB lights
•   Mic gain and headphone volume control
•   Maono Link Mac/PC and Android App
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End-address microphone

Ensure the microphone grill faces audio source.
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macOS Setup GuideAttach the microphone to a boom arm
Turn the microphone counterclockwise to install microphone to 
a boom arm.
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Connect the microphone to computers
Connect the microphone to a computer using a USB-C cable.
Connect yours headphones to the 3.5mm headphonejack on the 
microphone if you want to take advantages of real-time 
monitoring.

PD200X Podcast Microphone

×1

×1

×1

×1×2

PD200X Podcast Mic×1

×1

×1

×1

×1

×1
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Buttons functions 
· Mute button

Press

Control Operation Function Indicator 

Unmute

Mute

Note: Muting function is not available in XLR mode.
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Note:  
Please use 
external power 
adapter when 
connecting 
microphones to 
iOS devices.

· 2-in-1 Knob Control

Increase Mic Gain

Decrease Mic Gain

Operation Description  LED Indicator

Rotate

Rotate

Short Press

Control

Increase Headphone Volume

Decrease Headphone Volume

Mode Switch

Rotate

Rotate

Color
Short press the button to switch the RGB lights 
from static color mode and dynamic mode.
Long hold 2 seconds to quickly turn off lights(Short 
press the button to turn on lights)

OFF
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Product Overview

XLR Output 

USB-C

Metal Body

2-in-1 
Digital Knob

Microphone
Capsule

Mute Button  

RGB Switch

Stand Adapter

3.5mm 
Headphone Jack

Shock Mount

- 17 -

金属机身

RGB灯光切换按键

通用螺纹接口

防震架

Connect the microphone to an audio interface

Connect the microphone to an audio interface with the XLR-XLR 
cable. Connect headphone to audio interface headphone 
interface if you need to use a headphone. Connect headphone to 
audio interface headphone interface if you need to use a 
headphone.
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· RGB Switch
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短按按钮可在静态颜色模式和动态模式之
间切换 RGB 灯。

长按2秒按钮可快速关闭灯光（短按按钮打
开灯光）

OFF

·灯光按键
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包装清单 产品概览

产品说明书   ×1

USB/XLR动圈麦克风  ×1

USB A&C TO USB C
二合一数据线  ×1
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保持顶部使用

将麦克风顶部朝向声源。

拾音器

XLR音频接口

二合一智能旋钮

静音按键

耳机接口

USB-C音频接口
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按键功能
· 静音按键

短按

控制 操作 功能说明 指示灯

解除静音

麦克风静音

注意：XLR模式下不能使用静音功能。
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电脑设置指南

麦克风电平设置

PD200X Podcast Microphone

×1

×1

×1

×1×2

PD200X Podcast Microphone×1

×1

×1 ×1

×1

USB microphone

PD200X Podcast Microphone

×1

×1

×1
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macOS设置指南

高级模式

提供更高级的音频设置。 您可以使用均衡器、限制器和压缩
器的组合来自定义您的声音。

您可以从右上角进入设置菜单检查软件和固件更新。

注意：由于我们经常更新软件以提升性能和引入新功能，所
以你下载的最新版软件可能有不同的外观和功能。

“Maono Link”操作指南

基础模式

提供简单直观的音频设置。

Maono Link 适用于 Windows 7 或更高版本以及 macOS 10.14 或更

高版本。

如需下载软件，请访问 https://www.maono.com

设置在硬件和软件之间实时同步。
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产品的安装与使用频率响应

指向性

k

安装在桌面支架上

逆时针旋转支架底座安装在麦克风的支架上。
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产品参数

产品介绍

产品特点

拾音器件类型 动圈
指向性 心形
麦克风音频输出  XLR 和 USB-C
采样率 24-bit/48kHz
频率响应  40Hz-16kHz
增益调节范围 0 to +42dB

灵敏度 XLR: -52dBV/Pa
 USB: -10.5dBFS/Pa (Max)
最大声压级 >130dB SPL

闪克PD200X USB/XLR 双模播客动圈麦克风专为播客、有声书录制、
直播、和其他内容创作设计。在拥有动圈麦克风出色音质、优秀噪声隔
绝性能的基础上，还拥有丰富的操控功能。双模连接设计使它可以通过
XLR搭配音频接口、声卡等专业设备使用，也可直接通过USB-C连接至
电脑和移动设备。独特的二合一旋钮可控制麦克风增益和耳机音量。附
带的专用防震架和防喷海绵头可以有效减少烦人的背景噪声收录。
PD200X 可完美接入Maono Link软件控制平台，您可以在
Windows、Mac电脑或手机上对麦克风内置的硬件DSP进行音效调
节，并控制麦克风增益和耳机音量，以及开启、关闭实时监听功能和选
择RGB灯光颜色模式等。Maono Link支持PD200X的远程固件升级，
未来可扩展更多好玩、好用的产品功能。

•   动圈咪芯          •   心形指向
•   静音按键        •   全金属机身
•   防震支架        •   一体式防喷海绵
•   可编程RGB灯光 •   麦克风增益和耳机音量调节
•   Maono Link Mac/PC和安卓App

连接到直播声卡

将XLR-XLR音频线的一端插入麦克风的XLR音频接口，另一端连接到
声卡接口；如需佩戴耳机，请把耳机的音频线插入声卡的耳机音频接
口。
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安装在悬臂支架上

逆时针旋转带有支架的麦克风安装在悬臂支架上。
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连接到电脑

将USB-C数据线的一端插入麦克风的C接口，另一端连接到电脑的
USB接口；如需佩戴耳机，请把耳机的音频线插入麦克风的耳机音频
接口。

您的设备已准备
设备驱动程序软件已成功安装

· 二合一控制旋钮

增加麦克风增益

降低麦克风增益

操作 功能说明  指示灯

旋转

旋转

短按

旋转

旋转

控制

增加耳机音量

减小耳机音量

功能切换

颜色

注意：

麦克风连接iOS
移动手机或iPad
设备时，请外接
电源适配器使
用。

型号：PD200X
成品尺寸：85*120MM
材质：80g书写纸，骑马订
工艺：四色印刷
版本号：V1.0-20221230

包
装
信
息

备
注
信
息

User Manual   ×1
USB A&C to USB C 

2-in-1 Cable  ×1


